
MiniBooNE Report

Richard Van de Water
Los Alamos National Lab

for the MiniBooNE collaboration

21 November 2005



14 Nov – 21 Nov Summary
Beam Uptime 69%

1.8E18 POT Delivered

• Detector running well, ~100% livetime.

• Beam downtime:
– 17 hrs: Safety system testing plus recovery (Nov 14).

– 9 hrs: Beam line element E:H866 failure, RAW problems (Nov 14).

– 9 hrs: Safety system testing, RAW fixes, Linac problems (Nov 15).

– 4 hrs: Beam line element HV860/866 problems (Nov 18).

– 2 hrs: Main Injector access for LCW problem (Nov 18).

– 2 hrs: Main Injector access for sump pit investigation (Nov 19).

• Nov 16, begun ½ current horn runs 
after correcting beamhorn timing. 



14 Nov –  21 Nov



 14 Nov – 21 Nov



MiniBooNE One Week 
Proton/hr Summary

2.5E16 p/hr

07 Nov 14 Nov

Protons/Event

Protons/Hr

Horn current at ½ nominal.



Summary, Plan of the Week

• Detector/Beam running well, horn 
current set to ½ nominal, hoping for 
smooth sailing through holiday  
weekend.

• Upcoming systematic runs:
– ½ current horn run (~23 weeks).


